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Vari-Jets™

  Vari-Jet™

180° fan

2.6

Valve adjusts radius of throw and reduces flow.

FEATURES
• Vari-Jets™ available in four spray patterns.
• Residential range coloured for easy identification.

APPLICATIONS
Home gardens and landscaping. Vari-Mist™ is ideal for
overhead watering of plants in hanging baskets.

VARI-JET™

PACKAGING SPRAY BASE ORDER PACK PACKS PER WEIGHT PER
PATTERN ROTOR CODE QUANTITY STND CARTON CARTON (kg)

360° x 18 hole Red Cap Yellow 13245 50 80 11.3
180° fan Blue Cap Yellow 13225 50 80 11.3
90° fan Black Cap Yellow 13215 50 80 11.3

Mist Black Cap Yellow 13295 50 80 11.7
360° x 18 hole Black Cap Black 13145 50 80 11.3

180° fan Black Cap Black 13125 50 80 11.3
90° fan Black Cap Black 13115 50 80 11.3

Mist Black Cap Black 13195 50 80 11.7

360°x18 MIST 180° 90°
0.5 mm 1.2 mm 1.5 mm 1.5 mm

BLACK BLACK BLACK BLACK

BASE COLOUR
OPTIONS AND
ORIFICE SIZE

RED BLUE

* MIN. OPENING SIZE

OPTIONS
CAP COLOUR

PERFORMANCE

PRESS. FLOW DIAMETER OF THROW RADIUS OF THROW
(kPa) (lph) (m) (m)

YELLOW 50 0 - 53 0 - 4.9 0 - 1.9 0 - 1.5
OR 100 0 - 78 0 - 6.8 0 - 2.4 0 - 2.4

BLACK 150 0 - 98 0 - 8.2 0 - 3.0 0 - 2.9
max 200   0 - 115 0 - 8.2 0 - 3.2 0 - 3.1

1.5 mm 250   0 - 130 0 - 7.2 0 - 3.4 0 - 3.3

YELLOW 50 0 - 12 0 - 1.0
OR 100 0 - 18 0 - 0.8

BLACK 150 0 - 23 0 - 0.9
max 200 0 - 27 0 - 0.8

0.36 mm 250 0 - 31 0 - 0.8

BULK PACK

* Minimum opening size for Base and Cap given to assist filtration selection.

DIMENSIONS ASSEMBLED UV STABILIZED MATERIAL BASE/CONNECTION TYPE

Dimensions vary slightly depending on selected base and cap assembly

HEIGHT               32 mm CAP    acetal
WIDTH                 22 mm BASE  acetal  Inlet:  10-32 UNF  THREAD  4 mm
WEIGHT (approx)  2.3 g

SPECIFICATIONS


